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TENDER Weight Indicator with Isolated Analog 4-20mA Output

Model WI630
Specifications Pin Configuration
Operating Voltage 230VAC,50Hz
Power Consumption Approx. 3VA
Operating Temperature -10°C~50°C [ SISISICIS ©O9O ]
N N ( O um mmow - - )
Load Cell Excitation DC 5V, 60mA G-T; § 5 X 2 [ § 2 I
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D/A resolution 16 bit
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Current Loop Supply 18V ~ 36V DC
Isolated Analog Output Max 2500 VRMS
Size 96 X96 X 72 mm
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1) Load cell error messages

Output -

Load cells connection
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DC digital input connection

e n.LELL: It indicates disconnection or displacement of load cell wires or load cell failure.

e 5 CELL: Itindicates short circuit of load cell wires.
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2) Main setting menu of the device

Hold (&7

In order to enter this section, hoId while the device is off, then turn it

on.

Enter the desired float number.

Enter the maximum capacity of load cells.

Enter the MV/V value or load cells sensitivity.

Select the resolution value from {, 2,5 ... and 100,

Enter the digital filter level or updating time per second from 5 to 5.

Enter the tare value or dead weight, if required.

In order to activate the manual calibration, enter { and to inactivate it,

enter O

In order to activate tare capture in power up, enter { and to inactivate it

enter L

3) Reset factory
Hold for 12 seconds to display FLr5E (blinker), then press

Rev. A




¢ TRANCEL

www.trancel.com.tr

4) Manual Tare

Hold (¥ Hold , the term EArFE is displayed, while holding the key

Unhold
@ ) Push @ The display will show zero.

5) Manual calibration

If the indicated weight is not equal to the real load value, it can be calibrated manually as following. It is
obvious that after performing the manual calibration, the ‘mV/V’ parameter value (in the main setting
section) will change automatically.

After tare, put the weight with the determined value on the balance, and start the calibration.

Hold for 5 seconds.

The display starts to blink.

By using and , enter the desired weight and push

Capacity
Uil If the calculated new ‘m V7V’ parameter is not in the admissible range, the system

will return to the previous step and will not quit the blinking state.

6) Analog Output
This device equipped with a robust analog output that varies from 3.5mA to 21.5mA. When display is

zero, output current will be exact 4mA, and when it shows the set value in ‘Capacity’ parameter, output

current will be 20mA. Analog port is completely isolated and supplies by loop power supply.
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